#LC1200
Listening Center

This product is perfect for music
rooms, school labs, church, and
other applications where multiple
users and students wish to “share”
a common media station and listen
to the same thing independently. »

LC1200

TECHNICAL SPECIFICATIONS

7-Stereo Premium Headsets

1-Six Jack Stereo/Mono Junction Box with Coupling “Capability” 7 1/2"

Individual volume control for each headset
Shipping information (Class 65, 11lbs, 20x21x8)

Model MH
Microphone Holder

Model GSN
13" Gooseneck Assembly

Model SM
Shock Mount Mic Holder

Model FRL
Fluorescent Reading Light

Model BRL
Brass Reading Light

300 = LC1200 = LC1300

#LC1300
CD/Tape
Player,

BUILT-IN

TECHNOLOGICALLY

ADVANCED

“\{IPZ COMPATIBLE)
EDIA AUX

1/8" INPUT

TECHNICAL SPECIFICATIONS

Plays CDs and Cassettes

Recordable cassette deck

Can be used with the LC-1200

Fully Programmable CD Player

AM/FM Stereo

2-Way Power — AC/DC; Optional Battery Powered
(8 “D" size batteries- not included)

Shipping information (Class 65, 10 Ibs, 12x10x8)

Mic-1
Electret Condenser Mic
with 9’ Cable

Mic-2
Dynamic Unidirectional Mic
with 9" Cable

Mic-3

Tie-Clip Mic Electret
Condenser

with 10" Cable

Model PS12V

12V 5 Amp
Rechargeable Battery “
#300
Extension
Speaker

TECHNICAL SPECIFICATIONS

Speaker: Two 8" Full Range: 10W, 8 ohm
Cable: 35’ with .25" Jack
Dimensions: 23"H x 14"W x 8'D
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